Samsung DM75E —

/5" Large Format Display Screen )}
g play \‘{P‘\'\'

\7
A
¢
A
2
7
%

GENERAL SPECIFICATION KEY FEATURES

COMPONENT  ITEM SPECIFICATION FOR CONTENT THAT'S TOO
IMPORTANT TO BE MISSED

DISPLAY Panel technology 60Hz Slim D-LED BLU The 75" screen is a sleek design,
Resolution 1920x1080 (16:9) created to make an impact at a larger,
Brightness 450 nits sharper level. Providing life-size
Contrast ratio 5000:1 images and content for your exhibition,
Viewing angle 1780/ 178° conference or event.
Orientation Landscape/portrait SHARP, CLEAR IMAGES
CONNECTIVITY  Input Analog D-SUB, DVI-D (HDMI Iricafes £ i vl 2y e SR,
Common), DisplayPort 1.2 clear and precise, with Full HD 1920 x
HDMI1, HDMI2 (thru DVI-D 1080 resolution and 5000:1 contrast
Input, Adapter Not Included), ratio.
Component (CVBS Common)
Stereo Mini Jack, USB2.0x 1 LIGHTWEIGHT DESIGN
Output DisplayPort 1.2 (Loop-Out), ) ) ) ) )
Stereo mini jack Lightweight designs ensure installation
External control RS232C (In/Out) thru Stereo LS W'.th added cool!ng technologies
Jack, RJ45 for continuous operation.
VERSATILE PRODUCT
SOUND Speaker type Built in Speaker (10W + 10W)
The Samsung 75" can be used alone,
POWER Power supply AC 100-240V (+/- 10%) 50/60 Hz as part of a seamless videowall, in
Power consumption <0.5w portrait or landscape format. Making

it the ideal solution for conferences,
exhibition, product launches and more.

DIMENSIONS Product dimensions

without stand 66.0” x37.8”x2.3”
Packaging dimensions ~ 71.3”x42.7”x9.8”
Bezel width 12.0mm (Top, Left), 17.3mm

(Right, Bottom)

WEIGHT Product Weight 75.2 lbs
Shipping Weight 97.2 lbs
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