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DIAGRAMMI FOTOMETRICII

PHOTOMETRIC DIAGRAMSGB

FOTOMETRISCHE DIAGRAMMED

DIAGRAMOS FOTOMÉTRICOSE

DIAGRAMMES PHOTOMETRIQUESF

Legenda Diameter 10%-50%: valori del diametro del fascio luminoso corrispondenti al 10% e 50% dell’illuminamento massimo.
Key Diameter 10%-50%: beam diameter for 10% and 50% of maximum illumination.
Légende Diameter 10%-50%: valeurs du diamètre du faisceau lumineux correspondant à 10% et 50% de l'éclairage maximum.
Legende Diameter 10%-50%: Lichtkreis-Durchmesser bei 10% bzw.50% maximaler Aussleuchtung.
Leyenda Diameter 10%-50%: valores del diámetro del haz luminoso correspondientes al 10% y 50% de la iluminación máxima.

0 131024 (12172) 32756 (3043) 14558 (1352) 8189 (761)

Distance m (ft	  in) 0 5 (16'	  5'') 10 (32'	  10'') 15 (49'	  3'') 20 (65'	  7'')
Diameter 10% m (ft	  in) 0 0.63 (2'	  1'') 1.26 (4'	  2'') 1.89 (6'	  2'') 2.52 (8'	  3'')
Diameter 50% m (ft	  in) 0 0.34 (1'	  1'') 0.68 (2'	  3'') 1.02 (3'	  4'') 1.36 (4'	  6'')

0 78552 (7297) 19638 (1824) 8728 (811) 4910 (456)

Distance m (ft	  in) 0 5 (16'	  5'') 10 (32'	  10'') 15 (49'	  3'') 20 (65'	  7'')
Diameter 10% m (ft	  in) 0 0.78 (2'	  7'') 1.55 (5'	  1'') 2.33 (7'	  8'') 3.10 (10'	  2'')
Diameter 50% m (ft	  in) 0 0.41 (1'	  4'') 0.81 (2'	  8'') 1.22 (4'	  0'') 1.62 (5'	  4'')

SHARPY	  WASH	  330	  PC

SHARPY	  WASH	  330	  PC

Minimum	  Zoom	  (7.2°	  10%	  -‐	  3.9°	  50%)

Minimum	  Zoom	  with	  Light	  Frost	  (8.9°	  10%	  -‐	  4.6°	  50%)

lux	  (fc)

lux	  (fc)

0 131024 (12172) 32756 (3043) 14558 (1352) 8189 (761)

Distance m (ft	  in) 0 5 (16'	  5'') 10 (32'	  10'') 15 (49'	  3'') 20 (65'	  7'')
Diameter 10% m (ft	  in) 0 0.63 (2'	  1'') 1.26 (4'	  2'') 1.89 (6'	  2'') 2.52 (8'	  3'')
Diameter 50% m (ft	  in) 0 0.34 (1'	  1'') 0.68 (2'	  3'') 1.02 (3'	  4'') 1.36 (4'	  6'')

0 78552 (7297) 19638 (1824) 8728 (811) 4910 (456)

Distance m (ft	  in) 0 5 (16'	  5'') 10 (32'	  10'') 15 (49'	  3'') 20 (65'	  7'')
Diameter 10% m (ft	  in) 0 0.78 (2'	  7'') 1.55 (5'	  1'') 2.33 (7'	  8'') 3.10 (10'	  2'')
Diameter 50% m (ft	  in) 0 0.41 (1'	  4'') 0.81 (2'	  8'') 1.22 (4'	  0'') 1.62 (5'	  4'')

SHARPY	  WASH	  330	  PC

SHARPY	  WASH	  330	  PC

Minimum	  Zoom	  (7.2°	  10%	  -‐	  3.9°	  50%)

Minimum	  Zoom	  with	  Light	  Frost	  (8.9°	  10%	  -‐	  4.6°	  50%)

lux	  (fc)

lux	  (fc)

Total Output: 18200 lumens

Total Output: 16300 lumens
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DIAGRAMMI FOTOMETRICII

PHOTOMETRIC DIAGRAMSGB

FOTOMETRISCHE DIAGRAMMED

DIAGRAMOS FOTOMÉTRICOSE

DIAGRAMMES PHOTOMETRIQUESF

Legenda Diameter 10%-50%: valori del diametro del fascio luminoso corrispondenti al 10% e 50% dell’illuminamento massimo.
Key Diameter 10%-50%: beam diameter for 10% and 50% of maximum illumination.
Légende Diameter 10%-50%: valeurs du diamètre du faisceau lumineux correspondant à 10% et 50% de l'éclairage maximum.
Legende Diameter 10%-50%: Lichtkreis-Durchmesser bei 10% bzw.50% maximaler Aussleuchtung.
Leyenda Diameter 10%-50%: valores del diámetro del haz luminoso correspondientes al 10% y 50% de la iluminación máxima.

0 13780 (1280) 3445 (320) 1531 (142) 861 (80)

Distance m (ft	  in) 0 5 (16'	  5'') 10 (32'	  10'') 15 (49'	  3'') 20 (65'	  7'')
Diameter 10% m (ft	  in) 0 1.73 (5'	  8'') 3.46 (11'	  4'') 5.19 (17'	  0'') 6.92 (22'	  8'')
Diameter 50% m (ft	  in) 0 0.97 (3'	  2'') 1.93 (6'	  4'') 2.90 (9'	  6'') 3.86 (12'	  8'')

0 8201 (762) 2050 (190) 911 (84.7) 513 (47.6)

Distance m (ft	  in) 0 5 (16'	  5'') 10 (32'	  10'') 15 (49'	  3'') 20 (65'	  7'')
Diameter 10% m (ft	  in) 0 2.15 (7'	  1'') 4.30 (14'	  1'') 6.45 (21'	  2'') 8.60 (28'	  3'')
Diameter 50% m (ft	  in) 0 1.40 (4'	  7'') 2.80 (9'	  2'') 4.20 (13'	  9'') 5.60 (18'	  4'')

SHARPY	  WASH	  330	  PC

lux	  (fc)

lux	  (fc)

Maximum	  Zoom	  with	  Light	  Frost	  (24.3°	  10%	  -‐	  15.9°	  50%)

Minimun	  Zoom	  with	  Heavy	  Frost	  (19.6°	  10%	  -‐	  11°	  50%)

SHARPY	  WASH	  330	  PC

0 13780 (1280) 3445 (320) 1531 (142) 861 (80)

Distance m (ft	  in) 0 5 (16'	  5'') 10 (32'	  10'') 15 (49'	  3'') 20 (65'	  7'')
Diameter 10% m (ft	  in) 0 1.73 (5'	  8'') 3.46 (11'	  4'') 5.19 (17'	  0'') 6.92 (22'	  8'')
Diameter 50% m (ft	  in) 0 0.97 (3'	  2'') 1.93 (6'	  4'') 2.90 (9'	  6'') 3.86 (12'	  8'')

0 8201 (762) 2050 (190) 911 (84.7) 513 (47.6)

Distance m (ft	  in) 0 5 (16'	  5'') 10 (32'	  10'') 15 (49'	  3'') 20 (65'	  7'')
Diameter 10% m (ft	  in) 0 2.15 (7'	  1'') 4.30 (14'	  1'') 6.45 (21'	  2'') 8.60 (28'	  3'')
Diameter 50% m (ft	  in) 0 1.40 (4'	  7'') 2.80 (9'	  2'') 4.20 (13'	  9'') 5.60 (18'	  4'')

SHARPY	  WASH	  330	  PC

lux	  (fc)

lux	  (fc)

Maximum	  Zoom	  with	  Light	  Frost	  (24.3°	  10%	  -‐	  15.9°	  50%)

Minimun	  Zoom	  with	  Heavy	  Frost	  (19.6°	  10%	  -‐	  11°	  50%)

SHARPY	  WASH	  330	  PC

Total Output: 13200 lumens

Total Output: 16600 lumens

5
4
3
2
1
0
1
2
3
4
5

5
4
3
2
1
0
1
2
3
4
5

19.6°

24.3°

11°

15.9°



SHARPY WASH 330 PC

3

 

DIAGRAMMI FOTOMETRICII

PHOTOMETRIC DIAGRAMSGB

FOTOMETRISCHE DIAGRAMMED

DIAGRAMOS FOTOMÉTRICOSE

DIAGRAMMES PHOTOMETRIQUESF

CLAY PAKY S.p.A. - Via Pastrengo, 3/b - 24068 Seriate (BG) Italy - Tel. +39-035-654311 - Fax +39-035-301876 - www.claypaky.it
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0 2872 (267) 718 (66.7) 319 (29.6) 179 (16.7)

Distance m (ft	  in) 0 5 (16'	  5'') 10 (32'	  10'') 15 (49'	  3'') 20 (65'	  7'')
Diameter 10% m (ft	  in) 0 3.93 (12'	  11'') 7.87 (25'	  10'') 11.80 (38'	  9'') 15.73 (51'	  7'')
Diameter 50% m (ft	  in) 0 2.23 (7'	  4'') 4.47 (14'	  8'') 6.70 (22'	  0'') 8.93 (29'	  4'')

0 0 (0) 0 (0) 0 (0) 0 (0)

Distance m (ft	  in) 0 3 (9'	  10'') 5 (16'	  5'') 10 (32'	  10'') 15 (49'	  3'')
Diameter 10% m (ft	  in) 0 ####### ####### ####### ####### ####### ####### ####### #######
Diameter 50% m (ft	  in) 0 ####### ####### ####### ####### ####### ####### ####### #######

lux	  (fc)

	  (°	  10%	  -‐	  °	  50%)

SHARPY	  WASH	  330	  PC

00/01/00

lux	  (fc)

Maximum	  Zoom	  with	  Heavy	  Frost	  (42.9°	  10%	  -‐	  25.2°	  50%)
Total Output: 15700 lumens
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Sharpy Wash 330 PC 
Illuminance Distribution at distance = 10 m

Minimum Zoom

Minimum Zoom
with Light Frost

Minimum Zoom
with Heavy Frost

Maximum Zoom
with Heavy Frost


